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Human-computer interaction (HCI) has revolutionized the way we interact 
with computers, making it more intuitive and user-friendly. It is a dynamic 
field that has found it is applications in various industries, including 
multimedia and gaming, where hand gestures are at the forefront. The advent 
of ubiquitous computing has further heightened the interest in using hand 
gestures as input. However, recognizing continuous hand gestures presents a 
set of challenges, primarily stemming from the variable duration of gestures 
and the lack of clear starting and ending points. Our main objective is to 
propose a solution: the framework for “continuous palm motion analysis and 
retrieval” based on “Spatial-temporal and path knowledge”. Framework 
harnesses the power of cognitive deep learning networks (DLN), offering a 
significant advancement in the continuous hand gesture recognition domain. 
we conducted rigorous experiments using a diverse video dataset capturing 


Performance 

Resource cost 

Service level agreement 
violation rate 


hand gestures for boasting an impressive F-score of up to 0.99. The potential 
of our framework to significantly enhance the accuracy and reliability of 
hand gesture recognition in real-world applications. 
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1. INTRODUCTION 

Effective communication involves not only spoken words but also gestures, they are essential for 
expressing and boosting communication’s expressiveness. This applies to both the speaker and the audience. 
In the realm of human-computer interaction (HCI), gestures are instrumental in facilitating seamless 
interaction. Gestures serve as a bridge between the speaker’s intent and the audience’s understanding, 
forming the foundation of interaction [1]. When it comes to recognizing hand gestures, there are two primary 
approaches: non-vision-based and vision-based [2]. Among these, vision-based methods are particularly 
appealing due to their natural feel. Vision-based approaches can be further categorized as either active or 
passive. Active sensing techniques have emerged as a successful avenue for gesture recognition, notably 
through the utilization of devices such as Microsoft_kinect V2 [3], [4] and Leap_Motion cameras. These 
technologies offer a dynamic and responsive means of capturing gestures, making the recognition process 
more effective and accurate. In summary, effective communication relies not only on words but also on 
gestures, which are pivotal in both conveying and enhancing the overall message. In the context of HCI, 
gestures serve as a fundamental tool, bridging the gap between speakers and their audience. The methods 
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used for recognizing hand gestures vary, with vision-based approaches, particularly those employing active 
sensing devices like Kinect V2 and leap motion cameras, proving to be highly successful in this endeavor. 

Tools have been developed to aid linguists in analyzing gestures during interactions [4]. Different 
aspects of a gesture, such as stillness, cerebral infarction, planning, hold, and retraction, are involved in it. 
Classification is the first phase in applications that demand movements of the hands, and this provides a 
significant challenge for movement analysis [4], [5]. In the context of recognition and classification of 
frequent hand movements, two common approaches are considered: i) image division before recognition and 
ii) cooperative separation and identification. 

The latter approach, synchronized segmentation and recognition, is often favored as it feels more 
natural and doesn’t require additional motion [5], [6]. The primary goal of this study is to create a framework 
that combines segmentation and recognition simultaneously. It is required for the system to perform 
categorization according to physical as well as ordered data when using inactive monitoring, which is often 
used for vision-based interactions between humans and computers applying devices like Microsoft. 
Whenever movement, the hand’s location in each frame can be determined using spatial categorization, and 
the gesture’s beginning and conclusion points can be determined using temporal fragmentation. Both spatial 
and temporal segmentation are important in a continuous video stream. It's crucial to keep within 
consciousness that when viewing such flows, the movements that are relevant are frequently enmeshed 
within a chaotic or dynamic background. Therefore, communicating knowledge of coordinates for position 
and path velocity is crucial to effective interactions. Variations in gesture velocity may also offer difficulties. 


2. PROPOSED METHOD 

The process of segmenting gestures into distinct phases introduces complexities in the analysis of 
these gestures. A number of obstacles must be solved in order to achieve the objective of building an 
architecture for ongoing palm motion interpretation and identification that utilizes spatial-temporal and path 
variables. We have identified three key problems in the framework of this research and have developed 
remedies for each. The multilayer perceptron (MLP) [7]-[18], which has a deep layer building and a suitable 
sampling method, is the deep learning system we ultimately use to achieve. 


2.1. Challenge of vertical identification 

In contactless sensor systems, the camera often captures not only intentional hand gestures but also 
unintended movements. In each frame of the input sequence, we assume the gesturing hand is reliable [19]. 
One of the primary challenges in this continuous stream of data is accurately determining the precise location 
of a gesture. 


2.2. Temporal segmentation challenge 

Certain gestures, such as composing numeric characters, pose difficulties in pinpointing their start 
and completion due to “trash movements” that occur between two consecutive images [20]. Many gesture 
recognition systems use a fixed-width sliding window approach to address these issue, which may not be the 
most effective strategy. Self supervised temporal domain adaptation (SSTDA) segmentation challenges help 
us to reduced the discrepancy by applying two main approach of binary and self supervised tasks (Figure 1). 
Figure 1 show the two self-supervised auxiliary tasks in SSTDA: i) binary domain prediction: discrimination 
single frame, and ii) sequential domain prediction: predict a sequence of domains for an untrimmed video. 
These two tasks contribute to local and global SSTDA, respectively. 


2.3. Pathway-related problems 

Individual variances in gesture path, including variances in velocity and position, can significantly 
impact recognition performance [21], [22]. To tackle the challenges, this work makes use of arm gesture- 
related spatial-temporal and trajectory data. The data originates from images routinely taken with the Xbox 
console’s camera device [23]. To capture diverse gesture behaviors, three different individuals record the 
video dataset during separate sessions. 

This paper provides a framework that addresses categorization and classification at exactly the same 
time. It takes the motion participation and separates geographical and statistical gesture detection data. The 
segmentation procedure entails pulling apart, using an ongoing basis, individual image frames from the video 
and locating the positions of the conjunction, the arm, forehead, and vertebra within each frame. 
Furthermore, the essential coordinates are gathered from the acquired feature vectors, which include 
parameters like the acceleration and motion of the fingers and forearm. For organizing uninterrupted data 
from videos, further trajectory-related data is also extracted [24], including velocity fluctuations and spots. 
The fact that the proposed approach intends to perform both temporal as well as spatial differentiation, it can 
be applied to a variety of contexts and situations for the recognition of gestures. See Figure 2 for a depiction 
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in visual form. The suggested deep learning connect accepts the retrieved features after being re-sampled 


with nearest neighbor based algorithms. The next section gives the planned network’s features. 


Original 
videos 


Domain-permuted 
videos 


[Source, Target, Target, Source} 


Local SSTDA Global SSTDA 


Figure 1. The two self-supervised auxiliary tasks in SSTDA 


Correction 
Trajectory? 


Figure 2. Framework for the designed layout 


3. PROPOSED NETWORK OR ALGORITHM FOR REAL LEARNING 

Neuronal networks, an important category of artificial intelligence (AI) techniques, govern the 
comprehensive computational intelligence field. Artificial neural networks (ANNs) are accountable for 
generating architectures that function to correspond with the creature’s cerebral neuronal network. The 
adaptive method of learning helps the neural networks based architectures establish how to generate an order 
or a prediction. When the amount of data available grows, these systems perform classical procedures like 
support vector machine (SVM) and random forest. Concurrent neural networks [19], multi-layer [25], [26], 
and repetitive ANNs [27] are three distinct kinds of supervised neural networks. Whatever they learn, the 
way they learn it, and other factors define these networks. It has three different types of layers, an input layer, 
one or more hidden layers and an output layer. 

In each node of the input layer, the input feature, weights and bias are taken as input and the output 
E is calculated: 


Int J Reconfigurable & Embedded Syst, Vol. 13, No. 2, July 2024: 286-295 


Int J Reconfigurable & Embedded Syst ISSN: 2089-4864 Oo 289 

E = WTxi +b a) 
whereas for numerous programs and deposits the formula will become: 

E=y™, Whi» Gi + b (2) 
inputs are represented by: 

G = g1, g2...gm (3) 
W?: characterizes mass set at h=1, i.e., at first unseen layer. 

Wt=wi,w!...wt (4) 

The weights and unfairness are values that are arbitrarily prepared original. The weights and 
unfairness are used to calculate the output E. These networks are tuned using optimal values of unfairness 
and masses to fit our data. 


Finally, the system categorizes the input into output class y based on an stimulation function a 
which is either rectified linear unit (ReLu) or sigmoid (ø) on zZ, such that. 


a = o(2) (5) 
¥ = {y1, y2, y3, y4, y5} (6) 
Jy = {D,P,S,H,R} (7) 


MLP: it is a profound, counterfeit neural system formed on more than one perceptron. The 
information layer gets the sign and settles on a choice or expectation. In any case, there are discretionary 
quantities of shrouded layers that goes about as an MLP’s apparent processing engine [28]. MLPs are often 
capable of carrying out instructional activities. Descent of gradients is the method of changing weights as 
well as biases in line with the cost model by means of back-propagation. There are many available loss 
functions. We will simply use (8). 


Sum of Squares Error = Wiiiw- y)2 (8) 


The convolutional neural network (CNN) network has been recognized as one of the most important 
machine vision applications [29]. By analyzing low-level information, such as the movement of arms, and 
then setting up the representation, which is more abstract and specialized, through a series of levels of 
convolution, CNN model is able to execute categorization. 


4. RESEARCH MODELS 

Theoretical background, image and video processing, feature extraction, gesture representation and 
gesture recognition algorithms. In the next section, we will introduce some of the principles that we use in 
our research. In this we have processed the images through feature extraction techniques. After that we have 
applied the gestures recognition algorithm to classifying the images. Then after real-time processing have to 
be done. 


4.1. Theoretical background 

Hand gesture recognition is a field of computer vision and human-computer interaction that focuses 
on the development of algorithms and systems capable of interpreting and understanding gestures made by 
the human hand. These gestures can be used for various applications, including sign language recognition, 
virtual reality interactions, robotics control, and more. Here is a theoretical background of hand gesture 
recognition. 


4.1.1. Image and video processing 


Hand gesture recognition typically begins with the acquisition of image or video data. In most cases, 
this involves using cameras and sensors to capture the hand's movement and appearance [30]. Image and 
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video processing techniques, such as image filtering, segmentation, and feature extraction, are often applied 
to isolate and enhance the hand region in the captured frames. 


4.1.2. Feature extraction 

Extracting relevant features from the hand image is a crucial step. Features can be geometric, 
appearance-based, or a combination of both. Geometric features may include hand shape, finger positions, 
and joint angles. Appearance-based features could involve color histograms, texture descriptors, or even deep 
learning-based representations [31]. 


4.1.3. Gesture representation 

The extracted features are used to represent the gestures in a numerical or symbolic form. This 
representation allows for the comparison and recognition of different gestures. Common approaches include 
using vectors, templates, histograms, or neural network embeddings to represent gestures [32]. 


4.1.4. Gesture recognition algorithms 

Various machine learning (ML) and computer vision algorithms can be employed for gesture 
recognition. Traditional ML techniques like SVMs, decision trees, and k-nearest neighbors (KNN) can be 
used. Deep learning approaches, particularly CNNs and recurrent neural networks (RNNs), have gained 
popularity due to their ability to learn complex representations from data [33]. 


4.1.5. Gesture classification 

Gesture classification involves assigning a label or identity to a recognized gesture based on the 
extracted features and the trained model [34]. The hand landmark model bundle detects the keypoint 
localization of 20 hand-knuckle coordinates within the detected hand regions. The model was trained on 
approximately 30 K real-world images, as well as several rendered synthetic hand models imposed over 
various backgrounds. Figure 3 show the hand landmarker model bundle contains palm detection model and 
hand landmarks detection model. Palm detection model localizes the region of hands from the whole input 
image, and the hand landmarks detection model finds the landmarks on the cropped hand image defined by 
the palm detection model. 


0. WRIST 11. MIDDLE_FINGER_DIP 
1. THUMB_CMC 12. MIDDLE_FINGER_TIP 
2. THUMB_MCP 13. RING_FINGER_MCP 
3. THUMB_IP 14. RING_FINGER_PIP 

4. THUMB_TIP 15. RING_FINGER_DIP 

5. INDEX_FINGER_MCP 16. RING_FINGER_TIP 

6. INDEX_FINGER_PIP 17. PINKY_MCP 

7. INDEX_FINGER_DIP 18. PINKY_PIP 

8. INDEX_FINGER_TIP 19. PINKY_DIP 

9. MIDDLE_FINGER_MCP 20. PINKY_TIP 
10. MIDDLE_FINGER_PIP 


Figure 3. 20 Hand — knuckle coordinates 


4.1.6. Real-time processing 

For many practical applications, real-time processing is essential. This requires efficient algorithms 
and optimizations to ensure low latency in recognizing gestures. Figure 4 show frames demonstrate the 
gesture phases projected by Dewangan et al. [10], [11]. 
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Figure 4. A gesture that represents the concept of “distortion” through selected images 


4.2. Review of ML based techniques for continuous hand gesture segmentation and recognition 

Krueger [20] applied the inductive MLP [21], [22], which is a supervised learning technique, for 
addressing the signal unit division issue. The back-spread strategy is executed utilizing angle plunge, and a 
versatile learning rate. Quan [23] demonstrated signal stage division as an issue of characterization, and 
utilized SVM to plan a model to get familiar with the motion designs of each phase. The work mainly 
addressed the limitations of the segmentation approach due to human behavior and conducted analysis by 
considering the standpoint of linguistics and psycholinguistics specialists. Cao et al. [24] demonstrated the 
issue as a characterization task, and applied SVM. The work exploited the transient parts of the issue and 
utilized a few kinds of information pre-preparing to consider time and recurrence area highlights. Sturman 
and Zeltzer [25] presents a survey about fleeting parts of hand motion examination, concentrating on 
applications identified with normal discussion and psycholinguistic investigation. Mitra and Acharya [26] 
constructed three separate identification models using different training techniques: First, a linguistic model 
using an empirical language model; second, a signal model using a Bayesian or the CART system selection 
tree; and third, a language model with a Bernoulli tree of choices. Then, in order to incorporate the outputs 
from these modules and provide finding results, the hidden Markov model also called the HMM, is used. 

Few such inquiries about examinations are not straightforwardly practically identical. However, it 
gets helpful to analyses the exhibitions which were at that point achieved in such sort of issue. The outcomes 
are recorded in Table 1. 


Table 1. Features and resulting eye vector 
Location of pate x y Z 


5. METHOD 

The entire experiment’s steps are shown in Figure 5. A few analyses have been done to assess and 
improve the exhibition of the models worked with deep learning systems and utilizing the information 
portrayals depicted by including different parameter. Two arrangements of investigations have been 
concurred specifically for this investigation. In the first set, trials are conducted using a straightforward MLP 
decoder powered by AI. The suggested supervised deep learning network with the kernel neural network re- 
sampling approach is utilized in the final set of experiments. The recommended method utilises several 
parameters. 


Key parameters: 
— lAccuracy: these measures the accuracy of an organization depiction and can be presented as: 


TAccuracy = 2(T_P +T_N)/2(T_P+TN+F_P-—F_N) (9) 


— IPrecision: over all favourable findings, it is the part of real results and is displayed as. 
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IPrecision = 2 *T_P /2(T_P + F_P) (10) 

— IRecall: it is a component of each correct result the model has returned. 
IRecall = 2T_P/2(T_P + F_N) (11) 


— IF_score: it is calculated as the weighted average based on accuracy and review. Its value ranges from 0 
to 1, with 1 being the best result. 


IF_score = 2.0 * [Precision * IRecall) / (IPrecision + IRecall) (12) 


Tables 2 and 3 shows the outcomes of tests done using the deep learning networks (DLN) 
framework and neural networks (NN), respectively. Employing the thinking processes described in the 
present article, comparing the levels of accuracy, average precision, and recall in all situations. Here are the 
results shown in graphs for each context from the two experiment sets. Using the recommended framework, 
the highest achievable accuracy in U3, V3, and T3 is, respectively, 93, 86, and 84. The average accuracy gain 
across all situations was 18%, which is a substantial rise above previous works. 


Detention film 
Cutting image from frames 


Accuracy 


Figure 5. Steps of experiment 


Table 2. Results experiment set-I 


Contexts Prediction accuracy (%) Avg. precision Avg. recall F-score 
D S R P H 
Al 74 0.74 0.74 0.86 0.80 0.42 0.36 0.30 
A2 64 0.64 0.64 0.79 0.69 0.26 0.46 0.33 
A3 84 0.82 0.82 0.93 0.85 0.68 0.67 0.80 
B1 80 0.79 0.79 0.83 0.78 0.62 0.82 0.85 
B3 60 0.60 0.60 0.70 0.60 048 0.63 0.54 
C1 62 0.61 0.61 0.64 0.62 059 05 0.64 
C3 55 0.55 0.55 0.81 0.52 053 0.52 0.33 


Table 3. Comparison of accuracy of NN and proposed DLN based framework 
Context DinNN Din DLN 


Al 0.86 0.92 
A2 0.79 0.8 
A3 0.93 0.9 
Bl 0.83 0.94 
B3 0.7 0.95 
Cl 0.65 0.72 
C3 0.81 0.83 
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6. RESULT AND DISCUSSION 

Three people said: videos A, B, and C were recorded with Microsoft Xbox Kinect sensors to allow 
for different gestural behaviors. For A, three videos A1, A2 and A3 were recorded. Gesture behavior affects 
the classification performance generated for segmentation, so videos Al and A2 were recorded in similar 
sessions, while A3 differs. Likewise, B1, B3, C1 and C3 were recorded in different sessions to obtain 
different gestural behaviors. All seven of these films are referenced here in context. The 3D coordinates 
(x; y; z) of hand movements were extracted from each image using software based on the Microsoft Kinect 
sensor [5]-[7]. The associated timestamps are also taken, as this is the functional way to maintain the entity 
tagging process. To obtain trajectory information, numerical velocity, and acceleration relative to manual 
activity were also calculated. The captured and exported properties are shown in Table 1. Table 4 shows the 
number of material types and their attributes before and after the extraction phase. The dataset is highly 
unnecessary and a dissimilar motions ratio is obtainable in Table 4. 


Table 4. Class circulation in different contexts 
Parameter A B C D E Borders 


T1 94 56 91 63 29 173 
T2 89 31 20 86 44 120 
T3 58 35 79 28 10 180 
Ul 12 87 17 23 90 109 
U3 69 20 21 10 10 140 
vil 82 62 26 13 14 117 
V3 89 58 38 25 14 144 


7. CONCLUSION 

Gesture segmentation and recognition has several inherent difficulties, as it does not indicate a clear 
starting point for the phase. Therefore, different segments of the same input video can be presented to 
different researchers. There is also difficulty establishing a resting position and maintaining posture. To 
better understand the classifier and its performance, the gesture behavior should be recorded in different 
sessions. We develop a framework that addresses three related questions. Experimentation and evaluation are 
performed by detecting, segmenting, and recognizing hand movements in videos. After resampling the image 
using a KNN-based method, a deep learning network was used to perform gesture recognition, achieving 
better accuracy than other base learning algorithms. It turns out that interesting motion embedded in a video 
stream can be easily learned and recognized by frame resampling. The performance of the framework is 
evaluated based on several metrics, including F-score and classification accuracy. We also compare the 
recital of this framework with recently proposed accepted works. We face the challenge of using deep 
learning algorithms based on spatiotemporal and path information in C_LH__S_R. Finally, this work raises 
open questions for researchers about simultaneous segmentation and recognition at different stages or the 
definition of important gestures. 
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